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USES 
1. Waterproofing of toilets, roofs, marble back waterproofing and basement cement substrates 

to stop rising dampness. 
2. Hardening of concrete floor surface to improve wear and acid resistance. 
3. To reduce dusting due to the micro-pitting causes by the soft Calcium hydroxide.  
 

FEATURES 
1. W7 reacts with free calcium and water to form a non-water soluble Calcium Hydrate gel com-

plex in pores, capillary tracts and cracks. This gel creates a sub-surface barrier against ingress 
of water and contaminants.  

2. W7 seals crack and porosity up to 1 mm permanently and reseals future hairline cracking.  
3. W7 reduces water transmission, stabilizes the Calcium particles and reduces efflorescence, 

Reduction of chloride diffusion coefficient by 89%.  
4. W7 allows 50 % moisture vapor permeability and is able to take positive hydrostatic pressure.  
5. W7 is environmentally friendly. 
 

SURFACE PREPARATION 
 W7 must be applied to a clean, dry dust-free concrete surface, at least 28 days old. Plastered        

surfaces may be treated after 7 days.  
 Any wax or oil that retard penetration should be removed.  
 Do not apply where ambient temperature is above +40 °C.  
 Be careful not to splash on other surfaces, rinse with water quickly to remove it. 
 Should it formed Hard Crystal on the unwanted surface like glass or tile, removal is by power 
 polisher only. 

    

APPLICATION METHODS 

A. FLAT CONCRETE ROOF WATERPROOFING 
1. Diluted W7 + Water  =   1   +   10  before use. 
   Coverage  = 30 m2 ++/ liter. 
2. Spread the solution over the leak area. 
3. When surface becomes touch dry, spray water to wet the treated area. 
4. On the 3rd day, flood the area for a minimum of 12 hours to check for leakage. 
5. Avoid contact with Aluminum, Stainless Steel and Glasses. 
 

B. Toilet Waterproofing:   
1. Diluted W7 + Water =   1   +   10  before use. 
2. Remove the cement grout, let W7 seep into the grout,  upon touch dry, spray with water to 

let W7 penetrate further. Apply W4  to finish the job. 
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TECHNICAL DATA 
 Property:     Non – toxic and Biodegradable Clear Solution.  
 Percent non-volatile solid:  27.7%  
 Specific gravity at 25 °C:  1.223  
 Flash Point:    no true flash – boils at 101°C  
 Auto ignition Temperature:  Non-explosive  
 pH:      11.7 (Highly Alkaline) 

 
REMARKS 

 It may cause sensitization and burns by skin contact. Rubber glove, face shield, goggles and 
suitable protective clothing should be worn.  

 W7 can etch the surface of the stone, re-polishing may be necessary. 
 AVOID CONTACT with: Aluminum, Stainless Steel and Glass. 
 ORAL EXPOSURE:    
  In case of ingestion, rinse the mouth with water. Call a physician. 
 INHALATION EXPOSURE:   
  In case of inhalation, proceed to an open space. If breathing becomes difficult, call  
  a physician. 
 DERMAL EXPOSURE:    
  In case of contact, immediately remove clothing and rinse with copious amounts of wa 
  ter. Call a physician. 
 EYE EXPOSURE: 
  In case of contact, immediately rinse with copious amounts of water for at least 15  
  minutes. Assure adequate rinsing by separating the eyelids. Call a physician. 

 

PACKING  1 kg - bottle,  5 kg - carboy,  20 kg - jerry can. 
 
 

 

 

Disclaimer:  

The information provided in this brochure is ensured to be as accurate as possible at the time of inclusion, however there may 

be inadvertent and occasional errors which may have slipped from our notice.  Warrior Pte Ltd does not guarantee and make 

no representations or warranties of any kind  about the information, advice and opinions provided and reserves the right to 

make changes and corrections at any time, without prior notice to any parties.  Warrior Pte Ltd accepts no liability for any in-

accuracies or omissions in its brochure and any decisions made based on information and opinions contained in the brochure is 

the sole responsibility of the user 
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 Sealing Rising Dampness       HP ALEXANDRA :  After Treatment 

 

 

 

 

 

 

  

MOTOROLA: Sealing Roof Leak       HP ALEXANDRA: Sealing roof leak 
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